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STATE PROJECT NUMBER
. 5-0" Variable 5-0"
Anchor bolts on REINFORCED CONCRETE
18" centers (max.) —| N HEADWALL NOTE:
g 'E STEP BEVEL PIPE ARCH CULVERT ! .
;Q: -;:: 6(‘/ PIPE ARCH CONCRETE (cuyd) 1. CONCRETE: Chamfer all exposed edges % inch.
, o oo Ve e SIZE Skew Angle 2. REINFORCING STEEL: Grade 60 (ASTM A615 or
Optional 90 /' . /e(\te Span x rise 0° | 15° | 30° | 45° A996) deformed billet steel bars conforming to
construction ¥ -7 d 6-1"x4-7" | 32| 34 | 3.7 | 4.6 AASHTO M 31. The minimum concrete cover to the
Joints Skew . 710" x 5-1" 35| 37| 41 | 50 face of any bar is 2 inches unless otherwise showrn.
I s e — T - [ angle , ~ e : ’ : .
3 g . N -2"x 5-9 40 | 42 | 47 | 5.7 3. HEADWALL TYPE: Use Type A Step Bevel headwalls
u\lg § X %\ 9'-6"x 6'-5" 4.4 4.6 | 5.1 6.2 for round pipe unless otherwise specified in the
i P} _on _an special contract requirements.
3 £%c DIAGRAM 12-10"x8-4" | 5.8 | 6.0 | 6.7 | 8.2 4. STEP BEVEL: The variable dimension indicated for
SE od§ S 13-11"x8-7"| 6.2 | 64 | 7.1 | 87 the height or step conform to manufacturer’'s
YRS § %?9. 154" x 10'-4" | 6.6 6.8 7.6 9.3 recommendations unless otherwise specified in the
¥ _ S 16-3"x 10'-10"| 7.3 75 | 8.3 9.5 special contract requirements.
:\‘D Li" 5. CUTOFF WALLS: The minimum depth shown may
be reduced in solid rock, provided wall is keyed
into the rock at least 12".
TYPE A STEP BEVEL FOR ROUND PIPE REINFORCED CONCRETE HEADWALL
ROUND PIPE CULVERT 6. ANCHOR BOLTS: Conform to ASTM A307-04.
Galvanize in accordance with ASTM A153.
5-0" Variable 5-0" PIPE CONCRETE (cuyd)
SIZE TYPE A STEP BEVEL TYPE B FULL BEVEL 7. BEDDING: Construct a firm and uniform foundation
Skew Angle Skew Angle before placing the bedding. Use clean % inch
Diameter o° 15° 30° 450 o° 150 30° 450 Sandy material for bedding unless otherwise
28" 3.2 3.2 3.3 35| 2.7 | 3.0 3.4 3.4 specified in the special contract requirements.
60" 36 | 3.7 | 38| 40| 3.7 | 3.7 | 3.8 | 4.0 8. ESTIMATED QUANTITIES: The concrete quantities
72" 4.1 4.1 4.2 | 45 | 4.2 | 43 | 4.4 | 4.6 are based on a 3 foot cut-off wall and 1:1.5 fill
84" 45 | 4.6 47 | 50 4.8 4.8 5.0 53 slopes for each of the skew angles. Interpolate
. : : . . : : . . concrete quantities for headwalls not shown.
96 51| 52| 53| 57| 53| 54| 56 | 59 Reinforcing steel is estimated at 68 Ib/cuyd of
108" 56 | 5.7 | 5.9 | 63| 59 | 60 | 62 | 6.7 concrete excluding the weight of the anchor bolts.
Optional 120" 6.0 | 6.1 63| 68| 65| 66 | 68 | 7.3
construction 132" | 69| 70| 73| 79| 71| 72| 75| 80
J.U 144" 7.4 7.5 7.8 8.5 7.7 7.9 8.1 8.8
X £ §= = — — 156" 79 | 80 | 83 | 9.1 84 | 85 | 88 | 9.5
= §§ %E}‘E’ 168" 86 | 88 | 9.2 | 100| 9.0 | 9.2 | 9.5 | 10.4
L. Sv gfé g 180" 89 | 9.1 9.4 | 103| 9.7 | 9.8 | 10.2| 11.1
] E%EEs
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m ﬂ Anchor bolts on bolt design - 4" hook
18" centers (max.) [ ]
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